
Features

BRX-120ST  DATASHEET120W LED STREET LIGHT

Integrated design of driver box and arm ,the whole aluminum 

lamp is able to heat dissipation .With two specifications of the 

light pole's back over : Ø60mm and Ø40mm .The protection 

grade reaching IP67 ,it can withstand a level 17 hurricane . 

112pcs SMD 3030 leds ,chip brand use LM-80 passed Bridgelux 

chip and Osram chip for option , Meanwell or Sosen driver 

available . 
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Dimension

Parameters

Model Number GM-LD-01 Power 120W

Input Voltage AC100-240V LED Chip 112pcs Bridgelux 3030 

Power Factor >95% Luminous Flux 13800-15000LM

Beam  Angle 70* IP Grade IP 65 

Lumen Output 15000lm @6000K@Ra70           

15000lm @4000K@Ra70   

14400lm @3000K@Ra70             

Power Line  

(0.75mm2 Three-core wire)

Brown : L      

Blue : N

Yellow/Green : G 

Color of lamp housing Grey Driver  Meanwell

Working Temperature -25℃~+55℃ Store Temperature -25℃~+65℃(25℃ is best)

Product Size 631.7*215*89.8mm Package Size 68.5*27*14.5cm

G.W 4.2kg Warranty 2 Years

BRILUX LED LIGHTING


